SEGGIOLING

D
i,
SICUREZZA
ART. 300/T

ATTACCO AL TELAIO
FITTING TO THE FRAME
FIXATION AU CADRE
BEFESTIGUNG AM RAHMEN

Resistente ai raggi U.V. e ozono
U.V. and ozone resistant
Reésistant aux rayons U.V. et ozone




APERTO CHIUSO
OPEN CLOSED
OUVERT FERME

OFFEN GESCHLOSSEN

ISTRUZIONI PER IL MONTAGGIO

@ Per montare il morsetto sul canotto della bicicletta, scegliere le boccole di riduzione
adatte “A”, inserendole tra il morsetto e le piastra di ferro. Bloccare il tutto con le 6 viti, dopo
aver stabilito la giusta altezza.

@ Inserire il tubo nelle feritoie “B” posizionando il tubo nel bloccaggio “D” che noi consigliamo
(va bene anche il “C”). Tenere il seggiolino appoggiato su di un fianco, far passare le viti “1”
e “2” con le apposite rondelle andando a bloccare la piastra di plastica con i dadi autobloccanti.
Concludere avvitando le viti “3” e “4”.

9 Per agganciare il seggiolino alla bicicletta infilare il tubo fino in fondo nei due fori del
morsetto con il bloccaggio aperto. Ad operazione avvenuta girare il perno in posizione di
chiusura; per togliere il seggiolino riportare il perno in posizione di apertura.

@ || seqaiolino per rispettare il centro di gravita non deve superare di 10 cm I'asse posteriore
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INSTRUCTIONS FOR FITTING

@ To fit the clamp to the bicycle shaft, choose the suitable reduction bushes “A”, inserting
them between the clamp and the iron plate. Block everything with the 6 screws, after esta-
blishing the right height.

@ Insert the pipe with the slots “B", positioning the pipe in the block “D” which we recom-
mend (the “C” is also alright). Keep the chair supported up on one side, pass the screws “1”
and “2” through, with their washers and block the plastic plate with the self-locking nuts.
Finish by tightening the screws “3" and “4”,

@ To attach the chair to the bicycle, slide in the pipe all the way into the two holes of the
clamp with the block open. At the end of the operation, turn the pin to the closed position;
to remove the chair, return the pin to the open position.

@ To respect the centre of gravity, the chair must not go more than 10 cm past the rear axle.


















